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CONSTRUCTION NOTES

A. USE EXISTING CABINET/CONTROLLER.
B. USE EXISTING CONDUIT.

C. USE EXISTING HANDHOLE.

HIKER/BIKER TRAIL

D. CONDUIT AND/OR HANDHOLE TO BE MAINTAINED DURING CONSTRUCTION. (SEE SPECIAL NOTE 1.)
E. INSTALL LED PEDESTRIAN COUNTDOWN SIGNAL HEAD AND A 20 FT. LIGHTING ARM WITH A 250 WATT HIGH PRESSURE

- SODIUM VAPOR LUMINAIRE.

F. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD.
STREET CROSSING.

G. REMOVE EXISTING PAVEMENT MARKING fSTDP
H. INSTALL 24 IN. WHITE PAVEMENT MARKING.
J. INSTALL 12 IN. WHITE PAVEMENT MARKING.
K

. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD.
PEDESTAL POLE.

L. DETECTABLE WARNING SURFACE AND ADA RAMP TO BE INSTALLED BY GEOMETRIC CONTRACTOR.

(SEE SPECIAL NOTE 2.)

M. INSTALL LED PEDESTRIAN COUNTDOWN SIGNAL HEAD ON EXISTING PEDESTAL POLE. USE EXISTING S
PEDESTRIAN POLE AND PEDESTRIAN PUSH BUTTON. .
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. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT
BE COMPLETE — THE CONTRACTOR SHALL BE RESPONSIBLE FOR_NOTIFYING MISS UTILITIES PRIOR TO
CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD — IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR., THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE

RESOLVED.

2. ALL PEDESTRIAN SIGNAL HEADS SHALL BE BLACK FACED. ‘
3. ALL PAVEMENT MARKINGS SHOWN ARE PROPOSED AND UNLESS OTHERWISE NOTED. ARE. TO BE INSTALLED

IN ACCORDANCE WITH SHA STANDARDS. THE CONTRACTOR SHALL CONTACT THE ASSISTANT DISTRICT
ENGINEER-TRAFFIC AT (301) 513-7358, 48 HOURS PRIOR TO THE INSTALLATION OF PAVEMENT
MARKINGS TO CONFIRM LOCATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE
TERMINALS AND PROPERLY LABELING EACH. : :

. ALL EXISTING UNUSED ELECTRICAL CABLES SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR.
6. THE CONTRACTOR_SHALL CONFIRM THE LOCATION OF PROPOSED GEOMETRICS PRIOR_TO THE INSTALLATION

OF THE SIGNAL EQUIPMENT. HIKER/BIKER TRAIL AND CURB RAMPS SHALL BE INSTALLED BY GEOMETRIC
CONTRACTOR. ' ‘ ‘ -

. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR
CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE_FOR OPEN SECTIONS. TO MEET CLEARANCES AS
SPECIFIED IN MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES
PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. ‘ '

. ALL CONTROLLER CABINET WIRING WILL BE PERFORMED_BY MONTGOMERY COUNTY FORCES. CONTACT DR.
WILHELM DERMINASSIAN AT (240) 777-8795 SEVENTY-TWO HOURS IN ADVANCE OF INTENDED WORK.

SPECIAL NOTES:

THE CONTRACTOR SHALL BE RESPONSIBLE TO MAINTAIN
EXISTING CONDUIT. TEST PIT IF NECESSARY TO DETERMINE
EXACT DEPTH LOCATION AND DEPTH OF EXISTING CONDUIT RUN.

1.

. HIKER/BIKER TRAIL AND ADA RAMPS SHALL BE INSTALLED BY THE

GEOMETRIC CONTRACTOR. REFER TO CONRACT DOCUMENT., SHA

CONTRACT NO. MO6745125R, FAP NO. STP-t
ROCKVILLE CONTRACT NO. 50-05.
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